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Line Inputs  4 XLR/phone1  Line Outputs 2 balanced phone; 2 RCA 
Preview Out  No  Vectorscope Yes
Waveform Monitor  Yes  Phantom Power Yes



































































































































































































































































































































































































































ITEM  WATT  QTY    ITEM  WATT  QTY 
Coffee 
Maker 
800.0  1.0    Satellite Dish  30.0  1.0 
Microwave  1000.0  1.0    Light Bulbs CFL  25.0  5.0 
Gbg. 
Disposal 
450.0  1.0    Fridge  2000.0  1.0 
Desktop  150.0  4.0    Large Heating / 
Cooling 
1440.0  1.0 
Printer  100.0  1.0    TriCaster Studio  90.0  2.0 
Laptop  50.0  4.0    Stereo  80.3  1.0 
TV 19"  70.0  2.0    Water Heater  2552.0  1.0 
TV 32"  150.0  1.0    Misc. Items  200.0  1.0 
VCR  40.0  1.0         
CB Radio  5.0  1.0         
TOTAL:    9232 WATTS     
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Figure 30: Closed Loop Solar Water Heater (U.S. Department of Energy). 
An even better way to save energy and still have hot water is to have an instant or tank‐
less water system as shown in Figure 31. This system heats the water on demand. Some draw 
backs to this is that there is a flow limit of about 2‐5 gallons per minute. This flow limit can be 
seen as a good thing when water supplied is limited in remote locations (U.S. Department of 
Energy). 
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Figure 31: Tank‐less Water Heater (U.S. Department of Energy). 
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3.6.2. Power	Source	
Providing energy to power the appliances in the mobile studio is a big concern. It needs 
to be reliable and efficient since gas and other fuels will be very limited. One solution is to make 
the mobile studio a hybrid. Like many cars on the market, two different types of fuel will power 
the studio. A conventional gas generator and solar panels will be sufficient to power the studio. 
The solar panels will reduce the use of the gas generator during the day where consumption of 
energy is expected to be high. The generator needs to provide at least 10kW of power while 
being small and quiet. An example of such a generator is the Generac 5871 Guardian Series 
seen in Figure 32 (CPO Generac). It is small enough that it fits atop of the studio and with a 
foam‐lined housing it considerably reduces the noise inside. 
 
Figure 32: Generac 10kW Generator (CPO Generac). 
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The solar panels do not need to produce as much power as the generator itself, it is 
mostly used to reduce the use of the generator. Evergreensolar has a variety of models that 
produce 220W per panel. The ES‐E series panel shown in Figure 33 is about 5.5 feet by 3 feet by 
2 inches thick and only weighs 43 pounds (Evergreensolar). The solar panels can also be used in 
junction with the vehicle that it uses for transportation. 
 
Figure 33: Evergreensolar ES‐E Series Solar Panel (Evergreensolar) 
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One other source that would be a great benefit to the media studio is the cyclone 
engine. This engine uses any type of fuel from conventional gas, diesel, and ethanol to the less 
conventional fuels like trash. The heat from combustion creates steam which then drives a 
radial set of pistons. The steam is used not only to drive the piston but also lubricate the 
system, eliminating a lot of the maintenance. The system is a closed loop system seen in Figure 
34 which means that the liquid does not need to be topped off or replaced. This engine can be 
used to perform very important functions. The first function is that it can be used to drive a 
generator thus supply power for the studio and the second function is that it can be used as a 
trash incinerator reducing the size of storage for trash. The engine comes in many power ranges 
from 5kW to 1MW (Cyclone Power Technologies). 
 
Figure 34: Cyclone Engine (Cyclone Power Technologies). 
Page | 60  
 
3.7. Transportation/	Moving	
3.7.1. Air	
Reaching the desired location for the news is vital. If the location cannot be reached, the 
news cannot be produced. On some occasion the location cannot be reached due to adverse 
weather and terrain or hostiles in the area. The only method of reaching the desired location is 
by air. Only a few aircraft have the capability of lifting such a heavy load. For long distances the 
studio can be airlifted to a nearby airport or remote runway. This can be achieved by using a C‐
130 Hercules seen in Figure 35 manufactured by Lockheed Martin Aeronautical Company. The 
C‐130 has been in production since 1956. One of the reasons this is a great aircraft for long 
hauls is that its maximum cargo weight is 42,000 pounds since we estimate that the studio will 
only weigh half that. The aircraft also contains a loading ramp located in the aft of the aircraft, 
making loading and unloading an ease. The C130J‐30 maximum cargo length is 55 feet, allowing 
the studio to fit properly inside (U.S. Air Force). 
 
Figure 35: U.S.A.F. C‐130 Hercules (U.S. Air Force) 
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For short range transportation or transportation to remote locations where the terrain 
makes it impossible for a landing strip or roads the CH‐47, or Chinook, is the best candidate to 
get the job done. The CH‐47 seen in Figure 36 was first introduced in 1962 by Boeing Rotorcraft 
Systems. The CH‐47 is capable of lifting 26,000 pounds, externally mounted to its underbelly, 
allowing plenty of space inside for the crew (United States Army). The CH‐47 was originally 
designed for military use but civilian models have now emerged. 
 
Figure 36: Chinook CH‐47 (United States Army). 
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3.7.2. Land	and	Sea	
Negotiating over land or water will be the most common method of transportation. 
Portability is a key part in order to make the mobile media studio useful, for that reason the 
studio was chosen to be something that can be transported easily without any special 
equipment. The portable news media studio will be built into a standard shipping container, 
making it very easy to transport from one point to another using a standard truck. An example 
of such a truck is the Peterbuilt 388 shown in Figure 37. It is capable of hauling a load far 
heavier than the estimated weight of the studio with a maximum load capacity of over 50,000 
lbs., depending on the wheel configuration. It also contains a bed and other accommodations in 
the back of the cab, further increasing the capacity for the crew. Transporting the studio would 
be just as easy as transporting a common trailer due to its commonly used frame and 
attachment points (Peterbuilt Motor Company). 
 
Figure 37: Peterbuilt 388 (Peterbuilt Motor Company). 
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Due to the construction of the studio, which is based on a common shipping container, 
the studio can be easily placed on a barge or for long journeys the trailer can be placed on a 
cargo ship. This method is not the fastest way to do trans‐Atlantic journeys but if a studio needs 
to be placed prior to the event such as the Olympics or some other international occurrences, 
the cargo ship should be a cheap alternative to air travel. An example of such a cargo ship, 
shown in Figure 38, would be a Panamax ship used to deliver hundreds of thousands of tons 
across the world. 
 
Figure 38: Panamax Cargo Ships (NOAA) 
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3.8. 	Internal	Layout	
The internal design of the Portable News Media Studio will be compartmentalized to 
keep certain sections of the unit separate from others. This is done to increase crew comfort 
while allowing work to be done in other parts of the unit unimpeded. The unit itself, being 
based off of a 48 ft. standard shipping container, is large enough to have separate spaces for 
working and living for long duration missions. The four main compartments are the editing 
space, the recording space, living space, and engineering space seen in Figure 39. These four 
compartments being completely separate from one another allow the unit to be in operation 
24 hours a day. The crew can be sleeping in one area while there are recordings being done in 
another or there can be editing and transmitting done at the same time as recording. 
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Figure 39: Interior Layout. 
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3.8.1. Editing	Room	
The editing room, as the name would suggest, is where all the video and audio editing is 
handled for any media that is brought into the unit. This area is located at the forward end of 
the unit and is large enough to allow for two people to work simultaneously as seen in Figure 
40. This space is also where data transmission is handled so once created, the media can be 
quickly transmitted off to the home station. This work space is also home to the computer 
systems that power the entire media studio. Having the computer system in the same area as 
the technicians working on the media or transmissions allows them easier access in case they 
require direct contact with the hardware. In addition the broadcasting equipment will be in the 
same room which will allow the crew to link up with their home network and transmit any 
necessary data. 
 
Figure 40: Portable Studio ‐ Editing Room. 
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3.8.2. Recording	Room	
The recording room is the area of the unit designed to handle all in studio recordings of 
media. This section is fully wired for sound and video and will make use of the virtual set to 
enhance the physical appearance of the room. The physical location of the recording room is 
between the editing space and the living space in the forward half of the vehicle. This area will 
also have the greatest sound insulation capabilities of any space in the container so that the 
recording done here will not have any background noise from a given location where the 
portable media studio may be located. Within the recording room will be a desk or table for the 
reporters to sit at as well as camera equipment for the technicians to use seen in Figure 41. The 
recording room will also have sets of track lighting in order to allow for the appropriate lighting 
setup when recording news or other types of media. The recording room will have a direct 
wired link to the editing room so that any recordings being done will be sent right to the main 
server for the portable news media studio and from there they can be either broadcast out 
immediately for live broadcasting, or stored and edited later. There will also be space for 
another person to sit in case the crew would like to interview someone in a more professional 
setting instead of out in the field. 
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Figure 41: Portable Studio ‐ Recording Studio. 
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3.8.3. Living	Space	
The living space of the portable news media studio will hold all of the necessary 
implements for sleeping, eating, sanitation and personal storage in the unit. In this space all 
sleeping equipment will be in the form of bunk beds to utilize the limited space. Personal 
storage in the floor will be available here as well as lockers for easier access on the other side of 
the room. This section will have the greatest need in the way of HVAC and water and in order to 
fit the necessary infrastructure the actual internal volume will be lower than the other rooms. 
Within the superstructure of this section of the unit there will also be significant insulation as to 
protect the crew from any environmental hazards that may be present.  This area also contains 
the sanitary facilities for the crew which consists of a marine style toilet and shower system as 
explained earlier. In terms of physical location this space will be located between the recording 
room and the engineering space which puts it basically in the middle of the unit seen in Figure 
42. 
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Figure 42: Portable Studio ‐ Living Arrangements. 
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3.8.4. Engineering	Space	
The engineering space, also known as the equipment bay/ garage, is the heart of the 
portable news media studio. It is the equipment held in this space that allows the unit to stay 
out for extended periods of time. In the engineering space all tanks for potable water and fuel 
as well as necessary pumping equipment for these tanks are stored. A section of this area is 
also devoted to tools with its own work bench in case specific pieces of the unit need to be 
worked on. This is of particular importance as the unit will need to be self‐sufficient and be able 
to fix as many of its own problems as possible without outside intervention. Also contained 
within this section is the personal transportation vehicles which will allow the crew to cover a 
much larger area than they would normally be able to if they were only on foot, or in case of 
emergency allow them to evacuate the area. In this section of the portable news media also 
resides the HVAC system which is responsible for heating or cooling the entire unit. One of the 
main reasons for separating this section the way it is was for safety purposes. In case the unit is 
placed in a hostile environment, all combustible fluids will be stored in this part of the vehicle 
with the wall between the crew living space and the engineering space being heavily reinforced 
and insulated to guard against possible fire hazards or explosions.   This section, due to the 
equipment held within is also the largest section of the entire unit and takes up the entire back 
end seen in Figure 43. 
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Figure 43: Portable Studio ‐ Engineering Bay. 
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3.9. 	Alternative	Layout	
The current design of the Portable News Media Studio is setup in such a way that allows 
for extended deployments. In light of this fact it has to be large enough to supports the crew for 
long periods of time without external support. This however is not the only way that the 
Portable News Media Studio can be designed. In the interest of portability it could be 
redesigned so that it is slightly less self‐sufficient while being a lot smaller and easier to 
transport. By taking the equipment out of the engineering space and building it into the floor 
and walls of the unit it is possible to shrink the physical profile to less than 30 feet long. 
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Figure 44: Smaller Version of Portable Studio. 
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3.9.1. Physical	Specifications	
The dimensions of the smaller Portable News Media Studio will be approximately 29.5 
feet long, 8 feet wide, and 9 feet high as shown in the above image. This is considerably smaller 
than the original design and also will save a considerable amount of overall weight on the entire 
unit. This reduction in weight and overall dimensions will make the unit considerably easier to 
transport by both land based vehicle and airborne transportation systems. This makes the 
whole system more plausible especially when considering the system will be expected to be 
deployed to remote and dangerous areas. All of the major sources of weight for this unit will 
also be distributed throughout the floor of the unit, distributing the weight much more evenly 
than the larger unit which also adds to the ease of transportation. 
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3.9.2. Internal	Layout	
The internal layout of the smaller Portable News Media Studio is considerably different 
from the larger model. The separate editing space from the original unit has been removed 
completely in favor of the use of laptops that can link with the built‐in server system that now 
resides in the floor. The engineering space of the larger model has also been reduced 
drastically. This has been done by removing all storage and fluid tanks and placing them into 
the floor of the unit which has been raised up approximately three feet in order to 
accommodate the extra space.  The result of the raised floor is considerably less internal 
volume which could make life in the unit slightly less comfortable for individuals that are of 
considerable height. However, this reduction in volume is necessary when considering the 
overall advantage of the smaller size that was achieved.  
The living quarters of the smaller media studio have also been reduced drastically.  This is 
partly due to the fact that with the smaller unit we would expect to be carrying a crew that is 
reduced by two people. This reduces the necessary sleeping and storage space that is needed 
to support the crew, as well as reducing necessary potable water storage and waste water 
storage as well. The living space also makes use of the new storage spaces contained within the 
flooring in order store the necessary food and supplies needed by the crew that was previously 
stored in more accessible overhead compartments. 
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3.9.3. Systems	Integration	
The reason the unit can be downsized in such a manner is through systems integration. 
Where the larger unit used separate spaces for all the major systems the smaller unit will 
integrate these systems into the walls and superstructure of the housing. This will allow entire 
rooms to be eliminated at the cost of shrinking the internal volume that the larger unit has to 
work with. By thickening the walls and floor it is possible to run more systems through them. 
For example all of the fluid holding tanks will now be installed in the floors as well as all 
necessary piping and pumping equipment. This removes a huge volume of material from what 
would have been the engineering space and at the same time improves weight distribution of 
the entire system by spreading the fluid tanks through the bottom of the container. This same 
idea can be applied to the computer system. Where as in the larger unit the computer systems 
were setup for easy access and upgradeability, now they will be installed into the floors and 
walls of the unit. While this limits the access to the computer systems it basically eliminates the 
need for an editing room. Instead of traditional work stations the crew can use a laptop from 
anywhere in the unit and link with the main server to handle any large editing needs. Power 
and HVAC needs will be moved to the roof of the unit with all necessary plumbing going 
through the walls that have been thickened to handle the extra hardware. With the engineering 
space and editing space gone from the original unit the overall length has been dropped by 
almost 18.5 feet going from a large 48 feet to a more manageable 29.5 feet. This reduction in 
length has been achieved with a minimal operational impact. 
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3.9.4. News	Media	Uplink	
One of the main concerns of today’s news media is connectivity. Today, all major news 
branches end up feeding off each other as they fight to break stories first and get on scene 
faster than the next. With this in mind the Portable News Media Studio can be set up to act as a 
distribution hub of sorts so that all the major news corporations can access the material that it 
is recording. If for instance, the Portable News Media Studio is owned by one news corporation 
it can setup the built in server to allow pay‐per‐transfer access to the information contained 
within it. Each of the major news corporations can have their own login information as well as 
account access information so login and data transfer can be tracked from the owning 
corporation. It can also be locked down if the owning news corporation wishes to have the 
news exclusively. This can also be handled in a similar way if the Portable News Media Studio 
was owned by a separate entity. If the goal of the owning corporation is just to sell information 
then this type of system would work well do to its automation and the ease of which account 
access can be tracked. In the same way these units can be setup to be leased to a given 
corporation and have the account access turned on for a given corporation and turned off for 
all others so that the owning corporation’s sole responsibility is setup and transit and the rest 
falls to the news corporation that wishes to rent the unit. 
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Chapter	4 : CONCLUSION	
The Portable News Media Studio is truly a unit that should be integrated in the future. It 
would provide shelter, food, sanitation, and water for a crew sent in to cover a given event. It 
would treat the wastewater created by the crew and be able to recycle the water back into the 
unit meeting the EPA standard for drinking which is highly desirable. The unit would be able to 
broadcast from anywhere in the world as well as allowing the occupants to travel on any 
possible terrain in the world. The power generation would be done onsite by systems inside the 
unit and would be able to supply enough power to maintain computers, lighting, broadcasting 
equipment, waste treatment station, and any other utility in the unit that consumes electricity. 
For concerns regarding the overall size of the unit an alternative design has also been presented 
that has a smaller overall footprint. This would be the best recommendation for any news 
station that wants to broadcast the world’s most relevant news sources to a large audience. It 
would be able to comfortably accommodate the crew as well as produce a broadcast that 
appears to be at the highest professional standards.   
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